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Annex to

Product Service

EC-Type Approval Certificate
No. P5 08 08 23385 144

Guided Type Fall Arrester, type BACK UP:

permitted ropes: for EN 353-2/ EN 358/ EN 567/ EN 12841 A/B:
-Static Rope Lanyard 10 mm {ECC-no. P5 0704 23385 133)
-Static Rope Lanyard 11 mm (ECC-no. P5 0704 23385 135)
-Static Rope Lanyard 12 mm (ECC-no. P5 0704 23385 134)
End termination of stitched rope loop of 60 mm with
transparent shrink tube;
KONG stitching 12 x 100 mm, 276 stitches per bar; 2 bars;
yarn: Polyamide titolo 20; 1.380 Dtex;
end knot with shrink tube;
for EN 567 additionally:
-No Cut Lanyard 12 mm (ECC-ng. P5 0703 23385 130) with
pressed end terminations;
Connectors: for EN 353-2/ EN 358/ EN 12841 A/B to be used with
following Kong connectors:
-Oval 8.C. 10 KL screw
-Oval D 2p tempered screw or twist fock
-Oval D 2p screw;
Dimensions rope: various length (max. 2 meter for EN 358);
Marking: stamped l6gos for “free mode” and “lock mode”,
laser printing on body plates:
KONG; BACK-UP; pictogram “using direction”; pictogram single
use; pictogram max. 120 kg; CE-marking; EN 353-2:02/ EN
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g,; 358; 99/ EN 12841 A/B:06 with logo “lo be used with KM-rope
e 210-11-12; "Read Instructions”-Logo; EN 567:97 with logo “to
TS be used with KM-rope &10-11-12 or steel rope &12;
Weight: 203 grams
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(arking not shown)

Department: SWR/kn
Date: 2008-08-06
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