
zaza2 switch

CT/WLL 6kN
   NORMES
STANDARDS

EN 15567-1
EN 13411 - 1/7

Échappatoire / Escape
Bifurcation / Diversion
Dépassement / Overtaking

AVANTAGES / ADVANTAGES

 GO 10/LO 
7/16

 1000 Kg 

= SORTIE

= ESCAPE

= ORIGINAL

= BIFURCATION / DIVERSION

= ORIGINALE

= ECHAPATOIRE / ESCAPE

 GO 10/LO 
7/16 

1000 Kg 

x 3-4

NO! Tyrolienne
NO! Zipline

EXEMPLE de MONTAGE NON CONTRACTUEL
EXAMPLE of NOT CONTRACTUAL ASSEMBLY

TECHNICAL SHEET 2022-01 
NOTICE TECHNIQUE 2022-01

zaza2 switch

    STAINLESS STEEL 

INOX 316 L

ByBy

ø 12 mm or 1/2 "
Safety Line /Ligne de vie :

Galvanized steel wire rope with metal core /
Câble acier galvanisé avec âme métalique :

-7x19 /1x19
-Non rotating wire rope /     Anti-giratoire
-6x26 Swaged/ Compacté



Opération 1

Opération 2

Opération 3

OK OK

OK

OK

= OPTION FIXATION
FIXING OPTION

• SENS de CIRCULATION
RUNNING DIRECTION

• RECOMMANDATION MONTAGE
RECOMMANDATION OF ASSEMBLY

MONTAGE SOUPLE DU CABLE 
D'ENTREE = ROTATION CROCHET 180°

FLEXIBLE ASSEMBLY ENTRANCE 
CABLE =180° ROTATION for the HOOK

MONTAGE SOUPLE
CABLE D'ENTREE

= FACILITE de MANOEUVRE 
FLEXIBLE ASSEMBLY

ENTRANCE CABLE
 = EASY TO USE

OPTION FIXATION
FIXING OPTION

= ENTREE

= ENTRANCE

OK !
= SORTIE

= EXIT

OK !

NO ! NO !

NORMES DE MONTAGE
STANDARDS OF ASSEMBLY

EN 15567-1
EN 13411-1/7 
STANDARDS - ACCT

  < 60°
Angle mini entre les câbles 
Minimum angle between cables


	PAIG
	PAIG_2

